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| CONSTRUCTION NOTES: 2
() INSTALL HANDHOLE APPROXIMATELY 35 ft.NORTH OF THE EXISTING HANDHOLE ALONG L
NORTHBOUND MD 140, 3 ft. BEHIND THE EXISTING CURB. <
Ll
(@) DISCONNECT SIGNAL SYSTEMS CABLE AND 2-CONDUCTOR ALUMINUM SHIELDED CABLE. PULL 3 ‘
LENGTH OF CABLE, OVERHEAD AND UNDERGROUND FROM THE CABINET TO THE HANDHOLE o i
LABELED (&) . LEAVE CABLE NEATLY COILED IN OR AT THE HANDHOLE LABELED (). Z
() EXCAVATE APPROXIMATELY 20 ft. OF THE EXISTING 2" PVC CONDUIT ADJACENT TO THE 35+ =
NEW HANDHOLE. REMOVE A i5 ft, SECTION OF THE EXISTING 2% PVC CONDUIT. CONNECT | e - -]
THE EXISTING CONDUIT WITH THE PROPOSED HANDHOLE WITH TWO SECTIONS OF NEW | | | |
2* PYC CONDUIT. SEE FIGURE A-A. COVER CONDUIT AND PATCH THE ROADWAY. | PROPOSED HANDBOX A BVC CONDUIT %ES;_-N% ETA%NVDEBDOX
(@ EXCAVATE APPROXIMATELY 20 f+. OF THE EXISTING CONDUIT ADJACENT TO EXISTING : |
' HANDHOLE. REMOVE THE EXISTING HANDHOLE AND THE TWO SECTIONS OF CONDUIT W EXISTING CURB -
CONNECTING T TO THE CONDUIT IN THE ROADWAY. INSTALL APPROXIMATELY 15 ft. 7_??;&@
OF 2° PVC CONDUIT TO CONNECT THE TWO SECTIONS OF EXISTING CONDUIT. | cm==== Ex]aé'u ___________________
COVER CONDUIT AND PATCH THE ROADWAY. 15 ] |
(® INSTALL THE COILED SIGNAL CABLE THROUGH THE EXISTING CONDUIT AND PROPOSED 20" MD 140  (REISTERSTOWN RD)
HANDBOX, RECONNECT THE CABLE THROUGH THE EXISTING CONDUIT AND OVERHEAD CONNECTION |
TO THEIR RESPECTIVE CABINET.
FIGURE A-A
NOT TO SCALE
GENERAL NOTE:
THE CONTRACTOR IS RESPONSIBLE FOR THE SAFETY OF THE SYSTEMS CABLE AT ALL TIMES. . | | __ | _ — _ .
DUE CARE IS TO BE TAKEN AS TO NOT DAMAGE THE CABLE DURING CONNECTION, DISCONNECTION REVISIONS APPROVALS o rem . .
OF THE CABLE OR WHILE THE CABLE IS COLLED AND STORED IN OR AT THE HANDHOLE LABELED (&) . — ANS o P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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